
Model Typical Use Max  
Weight 

Max  
Leaf 

Gate 
Speed 

Power Mount Style Application Options

VS-GSWG Industrial 
Commercial 

1500 Lbs 32 Ft 20 Sec 
for 90° 

Up to 
460VAC 
3 Phase 

Post Mount Industrial Complexes 
Factories
Higher Security Apps

SWG Industrial 
Commercial 

1000 Lbs 26 Ft 15 Sec 
for 90° 

Up to 
460VAC 
3 Phase 

Post Mount Parking Garages 
Apartments Gated 
Communities 
Factories

SWC Industrial 
Commercial

1000 Lbs 19 Ft 15 Sec 
for 90° 

115 or 
230VAC 
1 Phase 

Pad Mount Parking Garages 
Apartments Gated 
Communities

SWD Commercial 700 Lbs 18 Ft 15 Sec 
for 90° 

115VAC 
or 
24VDC

Pad Mount Parking Garages 
Apartments Gated 
Communities

SWR Residential 500 Lbs 15 Ft 15 Sec 
for 90° 

115 or 
230VAC 
1 Phase 

Pad Mount Estates
Private Homes 
Small 
Complexes

PRO-SW Residential 
650 Lbs 16 Ft 15-18

Sec for 90° 115VAC 
or 
12VDC

Gate Post Mount Estates 
Private Homes 
Small 
Complexes

Swing Gate Operator Selection

3000XLS

4000XLS 1000 Lbs 20 Ft 18-20

Optional Post 
Mount Kit

Optional Post 
Mount Kit

Optional Post 
Mount Kit

Optional Pad
Mount Pedestal /
Brackets

Optional Pad
Mount Pedestal /
Brackets



Slide Gate Operator Selection
Model Typical Use Max  

Weight 
Max  
Length

Gate 
Speed 

Power Mount Style Application Options

VS-GSLG Industrial 
Commercial 

4000 Lbs 78 Ft 24”/Sec Up to 
460VAC 
3 Phase 

Post Mount Industrial Complexes 
Factories
Higher Security Apps

GSLG-A Industrial 
Commercial 

2200 Lbs 78 Ft 12”/Sec Up to 
460VAC 
3 Phase 

Post Mount Industrial Complexes 
Factories
Higher Security Apps

HSLG Industrial 
Commercial

1700 Lbs 55 Ft 10”/Sec
460VAC 
3 Phase 

Post Mount Parking Garages 
Apartments Gated 
Communities 
Factories

SLC Commercial 2000 Lbs 45 Ft 11”/Sec 115 or 
230VAC     
1 Phase

Pad Mount Parking Garages 
Apartments Gated 
Communities

SLD Commercia
l Residential

1000 Lbs 40 Ft 12”/Sec 115VAC 
or 
24VDC  

Pad Mount Parking Garages 
Apartments Gated 
Communities

SLR Residential 500 Lbs 25 Ft 11”/Sec 115 or 
230VAC     
1 Phase

Pad Mount Estates
Private Homes 
Small 
Complexes

Up to 

Optional Pad 
Mount Pedestal /
Brackets

Optional Post 
Mount Kit

Optional Post 
Mount Kit

Optional Pad 
Mount Pedestal /
Brackets

Optional Pad 
Mount Pedestal /
Brackets



Model Typical Use Arm
Length 

Gate Speed Power Mount Style Application Options

BGU-10 Industrial 
Commercial 

10 Ft 2-3 Sec for
90°

115VAC 
1 Phase

Pad Mount Parking Control 
Revenue Control 
Vehicle Access Trap

BGU-12 Industrial 
Commercial 

12 Ft 2-3 Sec for
90°

115VAC 
1 Phase 

Pad Mount Parking Control 
Revenue Control 
Vehicle Access Trap

BGU-14 Industrial 
Commercial

14 Ft 2-3 Sec for
90°

115VAC 
1 Phase 

Pad Mount Parking Control 
Revenue Control 
Vehicle Access Trap

BGU-D Industrial 
Commercial

10 Ft
12 Ft
14 Ft

2-3 Sec for
90°

115VAC or 
24VDC

Pad Mount Parking Control 
Revenue Control 
Vehicle Access Trap w/
Battery Back-Up

BGUS Industrial 
Commercial

14 Ft 
16 Ft
18 Ft

11 Sec for
90°

115 or 
230VAC 1 
Phase 

Pad Mount Parking Control 
Vehicle Access Trap

SG-25 Industrial 
Commercial

18 Ft 
20 Ft
25 Ft

11 Sec for
90°

115 or 230VAC 
1 Phase

Pad Mount Parking Control 
Vehicle Access Trap

Barrier Gate Operator Selection
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